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TX-3535W3FC120-OGVCND34-D06

PRODUCT SPECIFICATION

Features:
◆Excellent transiting heat from LED chip operating under 1.0 A.

◆High luminous output.

◆No UV.

◆Encapsulated materials are environmentally certified and meet environmental requirements.

Moisture Proof Grade: Emitting Color: Applications:
◆LEVEL1 ◆ White ◆Indoor lighting

◆Outdoor lighting

◆ Industrial Lighting
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Package Dimensions:
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Electrical Optical Characteristics

White light Color coordinate filing (Tc=25℃)
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X1 Y1 X2 Y2 X3 Y3 X4 Y4
Min Max

AC32 2100K 2150K 0.5372 0.4410 0.5309 0.4410 0.5379 0.4500 0.5439 0.4498

AC21
2150K 2240K

0.5241 0.4322 0.5136 0.4327 0.5198 0.4410 0.5301 0.4400

AC22 0.5301 0.4400 0.5198 0.4410 0.5267 0.4504 0.5379 0.4500

AB22 2240K 2300K 0.5198 0.4410 0.5132 0.4410 0.5199 0.4507 0.5267 0.4504

Notes:
1.Luminous intensity is measured with a light sensor and filter combination that approximates the CIE

eye-response curve.

2.θ1/2 is the off-axis angle at which the luminous intensity is half the axial luminous intensity.

3.Luminous flux measurement tolerance:±15%.

4.Forward voltage measurement tolerance:±0.15V.

Parameter Symbol
Condition Value

Units
Tc Forward

Current Min. Typ. Max.

Luminous Flux φv Tc=25℃ If=350mA 107 127 148 lm

Correlated Colour
Temperature CCT Tc=25℃ If=350mA 2100 2200 2300 K

Forward Voltage Vf Tc=25℃ If=350mA 2.7 2.85 3.0 V

Viewing Angle at 50﹪IV 2θ1/2 Tc=25℃ — — 120 — Deg

Thermal Resistance
Junction to Case RθJ-C Tc=25℃ — — 6.4 — K/W

Temperature Coefficient
of Voltage V△F/T Tc=25℃ If=350mA — -1.3 — mV/℃

mailto:%CF%866@150
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Temperature  VS. Relative color temperature (IF=350mA)
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Dimensions For Cannulation And Packaging
Quantity:1000 PCS
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产品规格书变更履历表

版本

变更内容描述

生效日期

变更前内容 变更后内容

1.1 - 增加Ceramic side temperature(notes4) 2024.06.28

1.1 光通量范围115-135 光通量范围107-148 2024.06.28

1.1 Chip Material: Moisture Proof Grade: 2024.06.28
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